Customer Informatlon Sheet

DRAWING No. : M80-792XXXX SHEET 2 OF 2 | IF IN DOUBT - ASK | NOT TO SCALE THIRD ANGLE PROJECTION ALL DIMENSIONS IN mm
ORDER CODE: 2.00 x No OF WAYS + 4.10 MAX 302 wax
M80 - 792XXXX 2.00 x No. OF PITCHES
>} ] s
TOTAL No. OF WAYS
02-07, 11, & © éé¢ ? 3.60 MAX
| | | |
FINISH . i i 7L | | \ ,
22 - GOLD ON CONTACT AREA , , , . !
TIN/LEAD ON TAILS | | | | |
42 - GOLD ON CONTACT AREA (s | || 0.36 MAX |
1004 TIN ON TAILS i | | |
45 - GOLD | | | | i
NOTES: — A ¢
. 2-OFF STRAIN RELIEF STRAP M80-0030006
ARE INCLUDED WITH EACH CONNECTOR. —— = @0.50 TYp ~—6.15 MAX
SPECIFICATIONS:
MATERIAL :
MOULDING = GLASS-FILLED POLYAMIDE 46 UL94V-0, BLACK
CONTACTS = PHOSPHOR BRONZE
LATCHES = BERYLLIUM COPPER
FINISH: 5. 56
CONTACTS: Ninx
22 = 0.755 GOLD ON CONTACT AREA, 3.0p TIN/LEAD ON TAILS
42 = 0.75p GOLD ON CONTACT AREA. 3.0p 100% TIN ON TAILS
Lﬁ?ci52'757 ggLDNICKEL
= 1.25p
ELECTRICAL: , B ¥ & ¥ —
CURRENT RATING AT 25°C = 3.0A MAX
CURRCNT RATING AT 85°C = 2.24 WAL 2 00 TYP ra | 2 fe2.0s.08] 10127
W -
S AT 0 TR
NTA ISTANCE (INITIAL) = MAX ] . RLADDE
CONTACT RESISTACE (AFTER CONDITIONING) = 25 nO) W 2.00 x No. OF PITCHES P0.80 MAX TYP A
INSULATION RESISTANCE (INITIAL) = 1,000 Mf) MIN CHECKED:  M.G.PLESTED
INSULATION RESISTANCE (AFTER CONDITIONING) = 100 MCY MIN 2.25 TYP ‘f’+ ~— 0.50 TINTE 7 BROOKES
MECHANICAL:
DURABILITY = 500 OPERATIONS $ $§\>\$ $ CUSTOMER REF.:
ENV IRONMENTAL : RECOMMENDED }i ]
PTEMPEEATU$EBEANGE P eSeT0 wzge Peo LavouT ' FZ 00 4 x $0.90 MIN TYP
ACKING: TU = . :
FOR COMPLETE SPECIFICATION, SEE COMPONENT ¢_ TYP $(/ STRAIN RELIEF ASSEMBLY  DRG:
SPECIFICATION COO5XX (LATEST ISSUE) STRAP HOLES
B:[IA@WﬁN .Nréﬁbir?gﬁ"éﬁ%égga?'ﬂ.vz TOLERANCES MATERIAL: TITLE: DATAMATE SIL
CONFIDENTIAC Mo Coptricn | 'y C ™ SEE ABOVE HORIZONTAL MALE PC TAIL
HARWIN USA | HARWIN € (UK) HARWIN As i |>u%?f%s’fg"%R%HEEDN%EZ%NEo X HHK - 20101 ASSEVBLY - LATCHED
urope Sia , , . - . mm K .
S R TR R T T
AX: AX: 1 4 AX: + - -
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